
INLET PIPE

OUTLET PIPE

225mm (MIN.) CONCRETE
SURROUND AROUND TANK
BODY FOR UNITS UP TO
1.0m INLET INVERT.

BYPASS SEPARATOR NOTES :

1.) INLET / OUTLET PIPES ARE PLAIN PVCu.

2.) PLEASE NOTE A CLASS 1 BYPASS SEPARATOR INCLUDES A COALESCER, CLASS 2 BYPASS
SEPARATORS DO NOT.

3.) EXTENSION NECKS FOR DEEPER INVERT CAN BE PROVIDED IN 0.5m INCREMENTS FOR ON SITE
ASSEMBLY. PLEASE ASK OUR SALES DEPARTMENT FOR FURTHER DETAILS.

4.) ALL UNITS REQUIRE APPROPRIATE COVER AND FRAME TO SUIT APPLIED LOADINGS.

5.) THIS DRAWING SHOULD BE USED FOR DIMENSIONAL INFORMATION ONLY

6.) STANDARD PIPE ORIENTATION SHOWN.  FOR OTHER AVAILABLE OPTIONS PLEASE CONTACT OUR
SALES DEPARTMENT.

7.) AN Ø82mm SOCKET IS SUPPLIED TO HOUSE AN OIL ALARM PROBE.

ALARM PROBE SOCKET
(SEE NOTE 7.)

CONCRETE COVER
SLAB Ø110mm VENT PIPE

CONCRETE BASE SLAB
(CAST BY CLIENT)
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VARIES.

PLAN VIEW

ELEVATION
CROSS SECTION

(KLARGESTER  SEPARATOR TANK SHOWN OR SIMILAR APPROVED)

GEOTEXTILE AND SC MEMBRANE BROUGHT UP
TO TOP OF HAUNCHED KERB AND CUT OFF
FLUSH WITH SURFACE OF BLOCKS.

50mm. THICK 5mm.
SINGLE SIZED CRUSHED
AGGREGATE

100mm. THICK 20-5mm.
SUB-BASE STONE SC INTERGRID

CONCRETE BLOCK PERVIOUS PAVEMENT.

GEOTEXTILE FILTER
FABRIC.

GEOTEXTILE AND SC MEMBRANE BROUGHT UP
TO TOP OF HAUNCHED KERB AND CUT OFF
FLUSH WITH SURFACE OF BLOCKS.

50mm. THICK 5mm. SINGLE
SIZED CRUSHED AGGREGATE

100mm. THICK 20-5mm.
SUB-BASE STONE

63-10mm. SUB-BASE STONE

(DEPTH 275mm.).

SC INTERGRID

CONCRETE BLOCK PERVIOUS PAVEMENT.

GEOTEXTILE FILTER
FABRIC.

150mm DEEP HYDRAWAY
FIN DRAIN LENGTH AS
SHOWN ON LAYOUT

MEMBRANE TO BE
SEALED ARROUND PIPE
USING TOP HAT SEAL

63-10mm. SUB-BASE STONE (DEPTH 275mm.).

HYDRAWAY FIN DRAIN
CONNECTED TO 110mm
PVC-U PIPE WITH TOP
HAT SEAL

100mm DIA
OUTLET PIPE

500 5002500 2000 2500

SLOPE : 1:5 SLOPE : 1:5

5
0
0

1
5
0

PERFORATED
DRAINAGE PIPE

IMPERMEABLE GEOTEXTILE MATERIAL

DRAINAGE LAYER :
10mm. - 20mm.
VOIDED STONE.

ROAD MAKE-UP
GRASSCRETE SLAB WITH A393MESH
ON 20mm SAND BLIND
ON 200mm SUB BASE

EXISTING GROUND
EXISTING GROUND
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NOTES FOR ATTENUATION SYSTEM:

1. MC-3500 CHAMBERS SHALL CONFORM TO THE REQUIREMENTS OF ASTM F2418 "STANDARD

SPECIFICATION FOR POLYPROPYLENE (PP) CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

2. MC-3500 CHAMBERS SHALL BE DESIGNED IN ACCORDANCE WITH ASTM F2787 "STANDARD PRACTICE FOR

STRUCTURAL DESIGN OF THERMOPLASTIC CORRUGATED WALL STORMWATER COLLECTION CHAMBERS".

3. "ACCEPTABLE FILL MATERIALS" TABLE ABOVE PROVIDES MATERIAL LOCATIONS, DESCRIPTIONS,

GRADATIONS, AND COMPACTION REQUIREMENTS FOR FOUNDATION, EMBEDMENT, AND FILL MATERIALS.

4. THE SITE DESIGN ENGINEER IS RESPONSIBLE FOR ASSESSING THE BEARING RESISTANCE (ALLOWABLE

BEARING CAPACITY) OF THE SUBGRADE SOILS AND THE DEPTH OF FOUNDATION STONE WITH

CONSIDERATION FOR THE RANGE OF EXPECTED SOIL MOISTURE CONDITIONS.

PERIMETER STONE MUST BE EXTENDED HORIZONTALLY TO THE EXCAVATION WALL FOR BOTH VERTICAL

AND SLOPED EXCAVATION WALLS.

5. ONCE LAYER 'C' IS PLACED, ANY SOIL/MATERIAL CAN BE PLACED IN LAYER 'D' UP TO THE FINISHED

GRADE. MOST PAVEMENT SUBBASE SOILS CAN BE USED TO REPLACE THE MATERIAL REQUIREMENTS OF

LAYER 'C' OR 'D' AT THE SITE DESIGN ENGINEER'S DISCRETION.

1140 mm

600 mm MIN*

2.4 m

MAX

300 mm TYP1950 mm

ADS GEOSYNTHETICS 601T NON-WOVEN GEOTEXTILE ALL

AROUND CLEAN, CRUSHED, ANGULAR STONE IN A & B LAYERS

SUBGRADE SOILS

(SEE NOTE 4)

PAVEMENT LAYER (DESIGNED

BY SITE DESIGN ENGINEER)

MC-3500

END CAP

300 mm MIN

230 mm MIN

DEPTH OF STONE TO BE DETERMINED

BY SITE DESIGN ENGINEER 9" (230 mm) MIN

D

C

B

A

TO BOTTOM OF FLEXIBLE PAVEMENT. FOR UNPAVED

INSTALLATIONS WHERE RUTTING FROM VEHICLES MAY OCCUR,

INCREASE COVER TO  750 mm.

PERIMETER STONE

(SEE NOTE 6)

EXCAVATION WALL

(CAN BE SLOPED OR

VERTICAL)

150 mm  MIN
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TYPICAL RAIN WATER HARVESTING STORAGE TANKS & FILTER

Scale 1:50 @ A1

(KLARGESTER  RAIN WATER HARVESTING STORAGE TANK AND FILTER SHOWN OR SIMILAR APPROVED)

ENV2050 11,995 4,850 3,210 3,710 4,210 4,710 59,000 2,940 2,820

SYSTEM DIM 'A'

(MM)

3,210 3,710 4,210 4,710 Volume

(L)

DIMENSION TABLE

DIM 'B'

(MM)

Approx kg

(EMPTY)

Tank Ø

(mm)

TYPICAL SEPARATOR DETAIL

SCALE 1:25 @ A1

TYPICAL SECTION THROUGH DRY SWALE

SCALE 1:25 @ A1

TYPICAL SECTION - REINFORCED GRASS

Scale 1:25 @ A1

TYPICAL SECTION THROUGH PERMEABLE PAVEMENT

SCALE 1:25 @ A1

TYPICAL SECTION THROUGH PERMEABLE PAVEMENT

SCALE 1:25 @ A1

INDICATIVE STORM WATER ATTENUATION SYSTEM - (STORMTECH SHOWN IN DETAIL OR SIMILAR APPROVED)

N.T.S.

DRAWING NOTES:

1. ALL DIMENSIONS IN MILLIMETERS UNLESS

SPECIFIED.
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